
Installation 
Manual
Growing Benches



ATTENTION
Store in a flat and smooth place; Do not expose to 

temperatures exceeding 55°C, under risk of causing 

permanent deformations.

IMPORTANT INFORMATION

PROFILES
The Hortivinil system is composed of the following elements:
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Spacing between holes: 
variable, according to the 
needs of each project.
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SUPER F LINE - The coupling is optional

Inlet end cap Coupling Outlet end cap Clamp

Inlet end cap

Note: The outlet end caps feature an anti-drip system and a DN 40 outlet. 
(Glue the caps before use)

Outlet end cap Clamp Sleeve

SUPER S LINE - the use of the sleeve is optional

INJECTORS

SPRAY BAR SUPPORT

COLLECTOR SUPPORT

IMPORTANT INFORMATION

ACCESSORIES
1

2
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3

COLLECTOR

3 BENCH STRUCTURE - TRESTLE

50mm outlet, optional on one of the sides, according 
to the needs of the project. (glue caps before use)

The columns have cutouts for fitting the 
crossbar, eliminating the need for screws 
for fixation.

The crossbar and columns are supplied 
with the length specified in the growing 
bench project.

Note: A DN 50 drain pipe can be used with a 
sleeve, socket, or flexible siphon.

Outlet 
Cap

Crossbar

Column

Column

Blind 
End Cap

Outlet Nozzle - 50mm



Identify the profiles for side A and side 
B. Blue and orange label.

A) Sand the ends of the Hortivinyl profile;

B) Sand the internal part of the accessories (Inlet/Outlet Cap or Coupling);

C) Remove sanding residue:

D) Apply MS35 polymer adhesive or PVC adhesive on the inside of the 
connections (sides) and on the outside of the profiles;

E) Fit the connections and profiles together and allow to dry (cure) on a 
flat surface. Curing time according to the instructions of the 
adhesive used.

Note:
Notice that the 
perforation must 
not be parallel; 

Do not mix side A 
profiles with side B 
profiles.

4
ASSEMBLY OF PROFILES 
AND ACCESSORIES
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Profile B

Profile A

Profile A

Approx. 14cm

Profile B



maxim
um 1.2

0m

Earth auger

Clip guide, 
positioned 
upward

Como mínimo 
30 a 40 cm

At least 30 
to 40 cm

Note: Secure with cement 
(anchor) to prevent 
wobbling

6 BENCH ASSEMBLY

Fit the crossbar onto the 
stands, as shown in the 
drawing to the side:

A) A 60 to 80mm earth auger is recommended to drill the hole 
for fixing the stands;

B) Bury the column stands (legs) at least 30cm deep.

30 cm 
minimum

5 FIXING TO THE GROUND

5



A) The first stand must have a height of 90 cm to 1m from the ground, in order to 
provide good handling conditions;

B) The other stands must follow the recommended minimum slope of 5%, 
considering that the last stand must have a minimum height of 40 cm;

13 to 15cm

1st stand

Between 1.20m and 1.40m

GROUND GROUND

5% Slope
90cm to 1m

Considering the total length of the growing bench, 
fix the stands as follows:

CC) The joints or sockets of the Hortivinyl profiles must be installed over the 
stand or at most 10 cm away from it;

D) The distance from the first stand to the beginning of the profile must be 
between 13 and 15 cm for fitting the spray bar support and the injectors;

E) Position the spray bar supports on the crossbar next to the first column 
(2 pieces per bench).

Stand

Joint/Socket

7
DISTANCE BETWEEN 
STANDS X BENCH LENGTH

6

PROFILES

40cm minimum

Between 1.20m and 1.40m



Column

Spray Bar Support

Clip

IMPORTANT
Maintain the spacing between profiles according to the drilling of the collector, 

alternate side A and side B profiles, leaving the necessary space for the 

cultivation and development of the plants.

Note: We indicate using at least 01 clip per profile every 3 meters. Clips do not 

include screws.

8
ASSEMBLY OF PROFILES 
ON THE GROWING BENCH

7

A) Position the clips on the crossbars according to the 
number of profiles projected for each bench;

B) These must be fixed to the crossbar of the bench, 
respecting the spacing necessary for cultivation;

C) After the adhesive has dried (cured), place the profiles on 
the stands and secure them with the clips;

D) Position the spray bar supports on the crossbar next to 
the first column (2 pieces per bench)



Collector

Fitting the caps 
onto the collector

Outlet DN 50

Collector 
Support

Hortivinyl Profile

Collector 
Support

Outlet Cap 
DN 50

Collector

Detail of the 
outlet cap fit 
on the collector

9 ASSEMBLY OF COLLECTORS 
ON THE GROWING BENCH

8

A) Apply MS35 polymer adhesive or PVC 
adhesive on the inside of the 
connections/caps (sides) and on the ends of 
the collector to secure the caps;

B) Fit the connections/caps and collectors 
together and allow to dry (cure) on a flat 
surface. It is important to ensure that the DN 
50mm outlet cap is glued on the correct side, 
according to the project. (Curing time 
according to the instructions of the adhesive 
used);

C) Install the collector support by fitting it onto the crossbar and 
position the collector with the outlet facing downward;

D) To connect the solution return piping 
to the collector, it is recommended to 
use a DN50 drain pipe with a socket, 
sleeve, or flexible siphon;

E) Position the collector supports on the 
crossbar next to the column.
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Discover our
Range of Solutions

Pot Holder and Slab Gutter Gutter for Substrate Cultivation Collector Support and 
Spray Bar Support

Columns and Crossbars Collector Injectors for the Hydraulic System

Super 
F Line

Super 
S Line
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Hortivinyl is committed to providing customers and partners with the best 

performance for cultivating vegetables and fruits in the hydroponic growing system. 

Always attentive to the market, it offers complete solutions in high-quality and 

highly productive benches, profiles, and gutters, meeting the needs of each project.

In addition to the 10-year warranty, Hortivinyl products are designed using 

high-grade material (PVC), providing greater durability and efficiency to the 

cultivation system. Its team of specialized technicians handles the most diverse 

projects, helping customers and partners with system sizing.

The entire product line from Hortivinyl is recyclable after use, assisting in 

environmental preservation and the planet's social and economic development.

We develop, produce, and market products for hydroponic cultivation with high 

performance and long service life. Hortivinyl has a technical sales team that assists 

in project development, evaluating system types, area, and productivity, aiming for 

the best cost-benefit ratio for its customers and partners.

Products, projects, and quotes



The warranty applies to the entire line of Hortivinyl profiles, columns, gutters, crossbeams, and collectors, which carry a 10-year warranty from 

the date of delivery against flaws, irregularities, or manufacturing defects. For the warranty to be valid, Hortivinyl products must be installed 

and stored in accordance with the instructions in the Hortivinyl installation and storage manuals. Damage caused by improper operation/use, 

acts of nature, or damage caused during transportation will not be covered by the warranty. If the product purchased by the customer is no 

longer in our portfolio, Tecnoperfil will offer as a replacement another similar product currently being commercialized, possessing the same 

quality and application purpose. In the case of purchasing the Hobby line, the 10-year warranty applies only to profiles, columns, crossbeams, 

and collectors, while the pump, timer, and other accessories have a maximum warranty of 3 months. Images for illustrative purposes only.

We serve all over Brazil and Latin America

Visite nuestro sitio web

hortivinyl.com.br
Síganos en las redes

@hortivinyl
WhatsApp

+55 47 3431.1200
JU

N
E 

20
26

, T
h

e
 c

o
m

p
a

n
y

 r
e

se
rv

e
s 

th
e

 r
ig

h
t 

to
 m

a
ke

 c
h

a
n

ge
s 

to
 it

s 
p

ro
d

u
ct

s 
w

it
h

o
u

t 
p

ri
o

r 
n

o
ti

c
e

. I
llu

st
ra

ti
ve

 im
a

ge
s.

Aware of its role in industry, society, and the environment, TECNOPERFIL strives to 

implement activities aimed at employee development through a participatory 

management style that promotes social responsibility. Our commitment is to respect the 

environment and people through responsible administration policies.

Learn about the socio-environmental actions adopted by TECNOPERFIL.

Access: www.tecnoperfil.com.br/tecno/


